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Claims 

1. Retractable roof for vehicles, 

j * 

with a roof opening (12), 

with a fixed roof area (3), connecting to the rear 
edge (12A) of the roof opening (12) and forming a 
roof skin ( 14) , 

with at least one cover panel (1, 2), selectively 
closing the roof opening (12) or at least partial-. 
. ly exposing it again, 

with guide rails (16), fixedly attached to the 
vehicle, by means of which at least the one cover 
panel (1, 2) is guided and 

with a basic part> fastened at the vehicle or at- 
tachable to the vehicle, and delimiting the re- 
tractable roof at at least two opposite edges and 
forming or carrying the guide rails, 

wherein at least the one cover panel (1, 2) can be 
displaced along the guide rails (16), starting 
from a closed position can be moved into an open 
position located above the fixed roof area (3), 
and the guide rails (16) have extensions (16A) 
which, in the direction of displacement (T) of at 
least the one cover panel (1, 2), extend beyond 
the rear edge (12A) of the roof opening (12) which 
[edge] delimits the fixed roof area (3), 



characterized in that 
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the extensions (16A) extend essentially below the 
roof skin (14) of the fixed roof area (3), 

the roof skin (14) has in the area of the exten- 
sions (16A) of the guide rails (16) recesses , re- 
spectively exposing one opening (18), as an exten- 
sion of the lateral roof opening edges (12B, 12C) 
and 

cover panel-supporting elements (20) for guiding 
at least the one cover panel (1, 2) along the gui- 
de rails are provided, are fixedly connected to at 
least one cover panel (1, 2) and that at least in 
the completely open position of at least the one 
cover panel (1, 2) at least rear cover panel-sup- 
porting elements (20A) engage with the extensions 
(16A) of the guide rails (16) below the roof skin 
(14) and extend at least in the completely open 
position through the assigned opening (18). 

2, Retractable roof, in accordance with Claim 1, charac- 
terized in that at least the one cover panel (1, 2) can 
be displaced vertically by means of the cover panel — 
supporting elements (20). 

3. Retractable roof, in accordance with Claim 1, charac- 
terized in that a second cover panel (2) is provided 
which, starting from the closed position, can be lowe- 
red into a lowered position located below the fixed 
roof area (3) and can be moved along guide rails, fi- 
xedly connected to the vehicle, in particular along the 
guide rails (16), while in the lowered state below the 
fixed roof area (3). 
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4. Retractable roof, in accordance with one of Claims 1 to 
3/ characterized in that the fixed roof area (3) is. in 
the form of an independent cover panel. 

5. Retractable roof, in accordance with Claim 4, charac- 
terized in that attachment elements (26) for mounting 
the fixed roof area (3) along the extensions (16A) of 
the guide rails (16) or at the basic part, are provi- 
ded. 

6. Retractable roof, in accordance with Claim 5, charac- 
terized in that the attachment elements (26) are chan- 
nel-like and extend essentially across the length of 
the fixed roof area (3). 

7. Retractable roof, in accordance with one of Claims 1 to 
6, characterized in that at least one sealing strip 
(24A, 24B) for closing off each opening (18) is provi- 
ded . 

8. Retractable roof , in accordance with the Claims 1 to 7, 
characterized in that the guide rails (16) and their 
extensions (16A) have water channels (22) which extend 
essentially across the entire length of the cover pa- 
nels (1, 2) and of the fixed roof area (3). 



